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(57) ABSTRACT

A method for detecting a context of a mobile device (100)
equipped with sensors (111, 121, 122, 131) and a context
detection module (109) in which the sensors (111, 121, 122,
131) are assigned to at least two groups (110, 120, 30), each
of which comprises at least one sensor (111, 121, 122, 131),
and each group (110, 120, 130) is allocated a group classifier
(116, 126, 136) 10 adapted to detect, in a form of a classifi-
cation result, currently identified, by means of a given clas-
sifier, context of the device (100) based on indications of the
sensors (111, 121, 122, 131) belonging to the given group,
characterized in that with a use of the context detection mod-
ule, whereas the groups (110,102, 130) of sensors are ordered
hierarchically, and the device context is detected 1 by reading
a classification result indicated by the classifier (116, 126,
136) of the currently active group, wherein in case of detec-
tion of an identified context in the active group, switching on
power supply of the sensors and activating classification in a
group (110, 120, 130) with a level higher by one level and
reading the context indicated by said group’s classifier,
wherein based on the 20 results of the classification indicated
by the higher groups’ classifiers (116, 26, 136), executing
adaptation of the configuration of lower groups’ classifiers
(116,126, 136).

60 Claims, 5 Drawing Sheets
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1
METHOD FOR DETECTING CONTEXT OF A
MOBILE DEVICE AND A MOBILE DEVICE
WITH A CONTEXT DETECTION MODULE

TECHNICAL FIELD

The present invention relates to a method for detecting
context of a mobile device and to a mobile device having a
context detection module, especially to detect that the mobile
device is located in a moving vehicle.

BACKGROUND ART

A desirable feature of mobile devices, such as mobile
phones, laptops, PDAs, tablets, watches, music players, sat-
ellite navigation devices, cameras, is awareness of the device
regarding the environment in which it is located, the current
activity of the user and/or the circumstances in which the user
finds himself, which together are called the “context™ in the
reminder of this description. Awareness of the context can
help to improve the usability of the device, as well as the
comfort and safety of its use.

Today’s mobile devices are equipped with a large number
of different types of sensors, which allow, inter alia, auto-
matic activation and deactivation of individual functions or to
change configuration of mobile devices, depending on the
context. In most cases, the sensors indicate the context only
indirectly. Therefore, there are carried out in the industry
intense developments of effective and efficient methods for
determining the context based on signals from various types
of sensors.

A special case of context is a situation when a user of a
mobile device drives a vehicle, such as a car. It is inadvisable
in such circumstances, and in many countries prohibited by
law to use such devices’ functions so as make and receive
voice calls and send and receive text messages. On the other
hand, in those circumstances, it might be advantageous to
activate other functions, such as navigation or download from
an external database of information on known hazards on the
roads and to inform the user of approaching them, with a
message of a tone, voice, visual, or any combination thereof.

One of the known ways of detecting that the mobile device
is located in a moving vehicle is to determine its approximate
position on the basis of signals of base stations of cellular
telephony and calculating average speed of the device based
on the change of thus determined position in time. Position
the device specified according to the aforementioned method
is typically uncertainty in the order of few hundred meters to
several kilometers. The greater the movement of the device in
time, the greater the certainty of the weighted average speed.
In a practical use this means a compromise between a delay in
detection of movement in a vehicle of up to several minutes in
the teens, and acceptance of frequent false classifications
indicating the movement of the device in a vehicle at times
when this is not actually happening.

Another well-known and used method of detecting that a
mobile device is in a moving vehicle is to analyze the move-
ment speed of the device using a global satellite positioning
system, which provides much more accurate positioning than
the signals of mobile communications base stations. Receiv-
ers of this type, however, consume significant amounts of
energy, which significantly reduces the operating time of the
mobile device using battery, often to such levels that are
unacceptable to the user. Power consumption is reduced in
many cases by less frequent switching the receiver on and less
frequent positioning. However, this leads to a delay in detec-
tion of the identified context. Given the relatively small
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capacity of the batteries used in mobile devices, a compro-
mise that can be achieved in this method between the move-
ment detection delay and energy consumption can be unsat-
isfactory for many applications.

The patent application U.S. 2002/0128000 A1 discloses a
system foruse in a mobile communication device. The system
includes a subsystem used for detection of movement of a
device in a vehicle. Detection is performed by measuring the
average speed of movement of the device, determined on the
basis of signals from mobile telephony base stations or with a
use of global satellite positioning system receiver.

An alternative and used on a industrial scale method for
detecting use of a mobile device in a vehicle is to use vehicle-
mounted short-range radio transmitter. The transmitter can be
optionally activated only during operation ofthe vehicle, such
as when the vehicle engine is running. The mobile device is
equipped with a receiver compatible with the transmitter. It is
assumed that the mobile device is used in a vehicle, when it is
in range of the vehicle mounted transmitter. The disadvantage
of' this method is the necessity of an additional transmitter in
the vehicle, while in the case of universal transceiver module,
which is an equipment of the most modern mobile phones and
some modern cars—at least a mindful configuration by a user.
The configuration in this case is based on searching for a
signal of the built-in transmitter of the vehicle, and storing a
network address in the mobile device for future, unambigu-
ous identification.

Patent application U.S. 2005/0255874 A1 discloses a sys-
tem and method for detecting movement in a vehicle, which
consists of a vehicle-mounted radio transmitter having low
range, activated at a time when the vehicle is in use, and a
mobile device equipped with a radio receiver. The mobile
device detects that it is in the vehicle being used based on
proximity of the signal of the transmitter mounted in the
vehicle.

There are also ways of specifying a device context based
one analysis of signals from different sensors, such as micro-
phones, accelerometers, light sensors, magnetic field sensors,
compasses, cameras and other. The information contained in
the signals from the individual sensors are usually insufficient
in order to determine, with a satisfactorily high degree of
certainty, the device’s context. Therefore, most of the known
methods consist of parallel analysis of signals from multiple
sensors. This leads to a substantial increase in the effective-
ness of the classification, which, however, is achieved at the
expense of increased power consumption, and thus a shorter
time of operation of a battery-powered mobile device. The
problem of reducing the energy consumption, if at all
addressed in descriptions of individual methods, is typically
solved by less frequent switching the sensors on and less
frequent sampling. This leads, however, to extension of time
after which a change of device context is detected.

The effectiveness of the classification of the signals from
the individual sensors or groups of sensors, is also increased
by the mechanisms of adaptive customization of classifiers’
configuration based on feedback provided by users. They
require the user to go through a conscious device learning
process. There are also known methods for adaptation of
classifiers determining the context based on the analysis of
natural user interaction with the device, from which a real
context at the time is determined. In the case of detecting
movement in a vehicle, it may be a connection of the mobile
phone to a speakerphone or executing applications for navi-
gation. In this case, the adaptation of the classifiers’ configu-
ration, however, is much slower than in the case of intentional
learning by the user. In the meantime, before the classifier’s
configuration adapts to the specific features indicating the
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contexts in which the user uses the device, the classification
results can be far from satisfactory.

Patent application WO 2010/133770 Al discloses a
method of detecting a mobile device context. The method is
based on retrieval of data from sensors, the data indicating a
context in which the device and its user are found in, deter-
mining from the data their features, subjecting these features
to a classification using an adaptive linear classifier and an
adaptation of the classifier’s configuration based on the des-
ignated features and feedback provided by the user of the
device. Low complexity of the proposed classifier affects the
low energy consumption compared to more complex methods
of classification. Adaptation of configuration of the classifier
based on information derived from user feedback, in turn
increases the efficiency of classification. Feedback used to
amend classifier’s settings is provided directly by the user,
indicating the correct classification result or voting positively
or negatively on the result returned by the classifier, or indi-
rectly inferred from actions taken by the user or the absence
thereof.

Patent application publication US2009128286 discloses a
system for controlling the use of electronic devices within an
automobile includes a control module integrated into the
operation of the automobile, wherein the control module is
linked to the electrical system of the automobile and is con-
trolled, monitored and updated via a graphical user interface
ofthe automobile. The control module includes a mechanism
for identifying use of electronic devices within the automo-
bile, determining whether the usage is permitted and prevent-
ing usage of the electronic device if it is determined the usage
is not permitted.

Patent application publication US2002128000 discloses a
system for use with a mobile communication unit includes a
service device configured to determine at least one service to
be applied to affect at least one of incoming and outgoing
communications to and from, respectively, the mobile com-
munication unit, the service device being configured to deter-
mine the at least one service to be applied dependent upon a
location of the mobile communication unit.

It would be desirable to define a method of detecting con-
text of a mobile device and a mobile device having a module
that enables detection of'its context, which will reduce at least
some of the disadvantages present in the prior art solution,
and which will provide for a use of an alternative mechanism
for the detection of context.

DISCLOSURE OF THE INVENTION

The invention relates to a method for detecting a context of
a mobile device equipped with sensors and a context detec-
tion module in which the sensors are assigned to at least two
groups, each of which comprises at least one sensor, and each
group is allocated a group classifier adapted to detect, in a
form of a classification result, currently identified, by means
of a given classifier, context of the device based on the indi-
cations of the sensors belonging to the given group. With ause
of a context detection module, the groups of sensors are
ordered hierarchically, the device context is detected by read-
ing a classification result indicated by the classifier of the
currently active group, wherein in case of detection of an
identified context in the active group, there is switched on
power supply of the sensors and there is activated classifica-
tion in a group with a higher level and there is read the context
indicated by said group’s classifier, wherein based on the
results of the classification indicated by the higher groups
classifiers there is made an adaptation of the configuration of
lower groups’ classifiers.
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Preferably, if the result of the classification indicated by a
top level group classifier is a positive result of the classifica-
tion, there is executed at least one operation from the set,
which comprises: adapting user interface of the mobile
device, changing of state or mode of an operating application
of the mobile device, execution of an application, closing of
an application, activation of a function of the mobile device,
mobile device’s function deactivation, changing of the con-
figuration of the mobile device, playback of a sound signal,
establishing a voice call, sending of a text message, sending
of a graphical message, establishing a data connection, data
transmission.

Preferably, at least one group of sensors comprises a sensor
from a set, which includes: an accelerometer, a microphone,
a magnetic field sensor, a compass, a light sensor, a camera, a
signal strength sensor of mobile telephony base stations, a
proximity sensor of a radio transmitter or relay, a receiver of
satellite geographic positioning system.

Preferably, the satellite geographic positioning system
receiver belongs to the group the highest level.

Preferably, the sensor groups are ordered hierarchically
such that the total amount of energy required to determine a
classification result in lower levels groups is less than the
amount of energy required to determine the result of the
classification in groups of higher levels.

Preferably, the sensors groups are ordered hierarchically in
such a way that the result of the classification in groups of
higher levels has lower uncertainty than the classification
result of the lower levels groups.

Preferably, switching the power on for at least one sensor is
based on a change of its mode of operation from a more
energy efficient to a less energy efficient.

Preferably, substantially in parallel with powering on a
higher level group of sensors there are powered off sensors of
a lower level group.

Preferably, switching the power off for at least one sensor
is based on a change of its mode of operation from a less
energy efficient to a more energy efficient.

Preferably, at least one sensor is switched to a reduced
power consumption after reading indication of a given sensor.

Preferably, at least one of the sensors belonging to the
lowest level group has power supply switched on in a constant
mode.

Preferably, there is switched on at least one of the sensors
belonging to the lowest level group, periodically or according
to a fixed schedule.

Preferably, the continuous powering or period or power on
schedule of at least one sensor depend on the internal state of
the mobile device, on the configuration of the device selected
by the user, on an entry in a user’s calendar or on the currently
specified device’s context.

Preferably, indications of the sensors assigned to a given
group, are read by means of a module for determining fea-
tures assigned to the given group, and adapted for determin-
ing a features vector on the basis of readings of the sensors
belonging to the given group.

Preferably, the features vector further includes readings of
a sensor belonging to a group of lower level.

Preferably, in at least one classifier there is stored a set of
positive patterns comprising features vectors indicating a
positive result of the classification, and a set of negative
patterns comprising features vectors indicating a negative
result of the classification.

Preferably, at least one classifier is adapted to determine
the context of the device based on the formula of “k nearest
neighbours”.
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The invention also provides a mobile device equipped with
sensors and a context detection module, in which the sensors
are assigned to at least two groups, each of which comprises
at least one sensor, whereas the context detection module
comprises classifiers associated with specific groups,
wherein each classifier is adapted to detect, in a form of a
result of the classification, the currently identified, by a given
context classifier, context of the device based on readings
from the sensors belonging to the given group. The groups of
sensors are arranged hierarchically, and the context detection
module is adapted to checking the context of the device by
reading the result of the classification indicated by the cur-
rently active group’s classifier, whereas each classifier com-
prises a module for determining the classification coupled to
a power supply controller, which is activated by a signal
indicating a detection by the module for determining the
classification of the identified context in the given group and
adapted to power on a sensors group having a higher level, in
order to read the context indicated by the group’s classifier,
whereas the classifiers further comprise an adaptation module
configured to adapt the configuration of the classifier based
on the results of classifications indicated by the classifiers of
higher level groups.

Preferably, the device is adapted to execute, if the result of
the classification indicated by a top level group classifier is a
positive result of the classification, at least one operation from
the set, which comprises: user interface adaptation of the
mobile device, a change of state or mode of an operating
application of the mobile device, execution of an application,
closing of an application, activation of a function of the
mobile device, mobile device’s function deactivation, chang-
ing of the configuration of the mobile device, playback of a
sound signal, establishing a voice call, sending of a text
message, sending of a graphical message, establishing a data
connection, data transmission.

Preferably, at least one group of sensors comprises a sensor
from a set, which includes: an accelerometer, a microphone,
a magnetic field sensor, a compass, a light sensor, a camera, a
signal strength sensor of mobile telephony base stations, a
proximity sensor of a radio transmitter or relay, a receiver of
satellite geographic positioning system.

Preferably, the satellite geographic positioning system
receiver belongs to the group the highest level.

Preferably, the sensor groups are ordered hierarchically
such that the total amount of energy required to determine a
classification result in lower levels groups is less than the
amount of energy required to determine the result of the
classification in groups of higher levels.

Preferably, the sensors groups are ordered hierarchically in
such a way that the result of the classification in groups of
higher levels has lower uncertainty than the classification
result of the lower levels groups.

Preferably, the power supply controller is adapted to
switching the power on for at least one sensor by changing its
mode of operation from a more energy efficient to a less
energy efficient.

Preferably, the power supply controller is adapted to, sub-
stantially in parallel with powering on a higher level group of
sensors, power off sensors of a lower level group.

Preferably, switching the power off for at least one sensor
is based on a change of its mode of operation from a less
energy efficient to a more energy efficient.

Preferably, at least one sensor is switched to a reduced
power consumption after reading indication of a given sensor.

Preferably, at least one of the sensors belonging to the
lowest level group has power supply switched on in a constant
mode.
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Preferably, there is switched on at least one of the sensors
belonging to the lowest level group, periodically or according
to a fixed schedule.

Preferably, the continuous powering or period or power on
schedule of at least one sensor depend on the internal state of
the mobile device, on the configuration of the device selected
by the user, on an entry in a user’s calendar or on the currently
specified device’s context.

Preferably, the context detection module is equipped with
modules for determining features, of which each is connected
to a given group and is configured to determine a features
vector on the basis of readings of the sensors belonging to the
given group.

Preferably, the features vector further includes readings of
a sensor belonging to a group of lower level.

Preferably, in at least one classifier there is stored a set of
positive patterns comprising features vectors indicating a
positive result of the classification, and a set of negative
patterns comprising features vectors indicating a negative
result of the classification.

Preferably, at least one classifier is adapted to determine
the context of the device based on the formula of “k nearest
neighbours”.

An advantage of the invention is that it enables effective
detection of context by powering on a minimum number of
sensors, as rarely as possible and for the shortest period of
time. A smaller number of powered sensors and shorter time
of reading signal obtained from them means, however, a
smaller amount of information and the associated higher
uncertainty of the obtained classification result. It is therefore
advantageous to take into account as much information from
as many independent sensors, advantageously returning sig-
nal related to different physical phenomena (e.g. a micro-
phone—acoustic wave and an accelerometer—acceleration).
Thus, a solution consisting of grouping sensors and of pow-
ering on subsequent classification levels only after a positive
result returned by the preceding levels, is an advantageous
compromise between the first and the second option. In addi-
tion, it is to be noted that due to the huge variety of circum-
stances in which a used may be, it is very difficult to subject
the individual classifiers to a single-time learning process,
which would result in classifying correctly the signals read
from the sensors in all circumstances. However, if the mobile
device’s user is found in circumstances that the classifier will
regularly classify incorrectly, it can lead to behaviour incon-
sistent with expectations regarding the device or regular pow-
ering on sensors belonging to the groups of high levels and
subjecting to the classification the signal read from them,
which in turn will lead to faster than desired use of battery
energy. Consequently, the key is an adaptation mechanism for
lower level classifier configuration based on classification
results returned by classifiers of a higher level. Significantly,
it is a mechanism which does not require any action from the
user. Because of their ability to adapt, regardless of their
initial configuration, the lower level classifiers adapt their
configuration in such a way as to return results the most
convergent with the results returned by the classifiers of
higher levels in the same circumstances. After a certain num-
ber of adaptation cycles, dependent on the given circum-
stances and the initial configuration of the classifier, there
ceases to be necessary enabling the sensors belonging to
higher level groups, and subjecting the signals originating
from them to classification in order to obtain a correct result
for the given circumstances.
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BRIEF DESCRIPTION OF DRAWINGS

The object of the solution has been presented in an exem-
plary embodiment on a drawing, in which:

FIG. 1 presents structure of a mobile device according to
the invention;

FIG. 2 shows a logical layout of signal paths between
modules for detecting context of a device;

FIG. 3 presents steps of a method for detecting context;

FIG. 4 shows a classifier’s schematic diagram;

FIG. 5 shows steps of a method for adapting classifier’s
configuration.

MODES FOR CARRYING OUT THE INVENTION

FIG. 1 shows structure of a mobile device according to the
invention for example a mobile phone. A sample device 100
includes a processor 101, RAM 102, non-volatile memory
103, a user interface 104, four sensors 111, 121, 122, 131,
assigned to the three groups 110, 120, 130 and a of context
detection module 109, shown in details in FIG. 2.

All the circuits are connected to a bus 105, used to supply
power and data signals. Assignment of sensors to groups can
be of physical character and may be implemented for example
in such a way that the sensors of a given group have acommon
power supply or a common communication bus. Assignment
of sensors to groups could also be logical and can be imple-
mented, for example, in such a way that the processor, man-
aging operation of the system, simultaneously switches
power supply on or switches mode of power supply for all the
sensors belonging to the given group. FIG. 1 shows only an
example of the organization of the sensors in groups—it is
important to set in the device at least two groups of sensors,
each of which comprises at least one sensor.

Sensors can be of different types, for example, such as an
accelerometer, a microphone, a magnetic field sensor, a com-
pass, a light sensor, a camera, a signal strength sensor of
mobile phone base stations, a relay proximity sensor or a
radio transmitter, a satellite geographical positioning system
receiver. The term “sensor” is used in a broad sense to encom-
pass all devices, modules or features of equipment or the
software associated with them, the operating result of which
are signals or values associated directly or indirectly with the
device’s context.

FIG. 2 shows a logical diagram of signals paths between
the elements for detection of a device context in a module for
context detection 109, which may be a hardware module,
realized in a form of a dedicated electronic circuit, or a soft-
ware module realized as a program executed by a processor
101. In the case of the module 109 realized in the form of
hardware, sensors can be internal components of the module
and/or the module may use the sensors, which are standard
components of the device. Each group of sensors 110, 120,
130 is connected to the module for determination of features
of a group of 115, 125, 135, which is connected to a group
classifier 116, 126, 136. The modules for determining fea-
tures 115, 125, 135, and the classifiers 116, 126, 136 may be
implemented in a form of electronic circuits performing spe-
cific functions or they may for example be implemented as
software stored in the non-volatile memory 103 of the device
100, loaded into RAM 102 when needed and executed by the
processor 101.

Signals from the sensors may be sampled, for example with
a certain frequency, for a predetermined time and stored in
RAM for further analysis. For some types of sensors, how-
ever, there may be advised a different approach. For example
in case of a temperature sensor it is sufficient to make a single

10

15

35

40

45

8

reading. Immediately after registering the signal from the
sensor, its power supply may be switched off or reading of the
signals may be stopped, which can reduce energy consump-
tion.

Thus recorded signals are sent to the module for determin-
ing features 115, 125, 135. It is preferred that if the signal
from a sensor is subjected to further processing, which con-
sists in the determining of a certain number of characterising
features of the signal. These may be, for example, features of
the signal in the time domain (for example, average, mini-
mum, maximum, range, median, standard deviation, the vari-
ance, the power of the signal) in the frequency domain (for
example, the signal power spectral density for certain fre-
quencies, the signal strength in a certain frequency bands) or
the combined time-frequency domain (for example, the sig-
nal spectrogram for specific moments in time, and specific
frequencies). The selection of determined signal features can
be made in many ways—arbitrarily or objectively, for
example, using the method of principal component analysis
(PCA). For some sensors, the returned values can be directly
subjected to classification, therefore, the processing as
described above is not necessary. In this case, the module for
determining features provides the value read from the sensor
to the classifier in an unchanged form. For example, such
sensor may be a temperature sensor or a light intensity sensor.

The signal features determined by the features determining
modules 115, 125, 135 and/or values directly subjected to
classification are then transmitted in a form of a features
vector associated with the given group of sensors of the clas-
sifier 116, 126, 136. The classifier maps the features vector to
a value, that indicates whether the given context is present or
not. This value is referred to as “the result of the classifica-
tion”. The context, for the detection of which the classifier is
configured will be called hereafter “the identified context”,
and the result of a classification indicating its occurrence is “a
positive classification” or “a positive classification result”. In
the set of all possible contexts, supplementing the identified
context will be named a “neutral context”, and the result of
classification indicating its presence “a negative classifica-
tion” or “a negative classification result”. In case the result of
the classification is a binary value, one of two possible values
(for example, a value of 1) indicates a positive classification,
and the other (for example, 0) the negative classification.
Classification results may also be a real value, directly or
indirectly indicating probability, determined by the classifier,
that the context is identified. In this case, determining whether
the result of the classification is the positive classification or
the negative classification may, for example, be a result of a
comparison of the classification result with a fixed threshold
value. For example, the result of a classification higher than
the established threshold could indicate a positive classifica-
tion, and the classification results less than or equal to a fixed
threshold value can indicate a negative classification.

In the present invention the classifiers 116, 126, 136 are
adaptive. By this it is meant that their configuration can be
changed on the basis of feedback signals supplied to them,
indicating directly or indirectly a correct classification result
ata given time. An embodiment of the adaptive classifier will
be presented in the following section of the description.

Groups of sensors 110, 120, 130 and associated modules
for determining features 115, 125, 135, and the classifiers
116, 126, 136 are arranged hierarchically, i.e. there is deter-
mined the lowest level group and the group of the highest
level and groups of intermediate levels between them. Pref-
erably, a hierarchy of groups of sensors is chosen in such a
way that the total amount of energy required to make a single
classification of signals/values from the lower levels groups
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of sensors is less than the amount of energy required to
classify the signals/values from the sensor of groups of higher
levels. It is also preferred that the result of the classification of
signals/values from the sensor of higher levels groups is of
lower uncertainty than the result of the classification of sig-
nals/values from the lower levels sensors groups.

For example, if the context that is detected is the presence
of'a device in a moving vehicle, it is preferred when a satellite
geographical positioning system receiver sensor belongs to
the group of the highest level. Its use results in a small uncer-
tainty burden with respect to the question of whether the
mobile device is moving in a vehicle. This answer can be
inferred from the manner in which the device is moved, even
by comparing the speed of movement with the adopted arbi-
trarily threshold speed. Using a satellite positioning system
receiver, however, involves considerable energy consump-
tion, which is why it is used in a group of sensors switched on
as the last one, only after a positive classification of the
classifiers of all antecedent groups.

FIG. 3 shows the steps of context detection method accord-
ing to an embodiment of the invention. Switching power of
the sensor on and activation of the classification of signals/
values from the sensors belonging to the higher level group,
as represented by step 203, occurs when the result of the
classification of signals/values from the sensors group of a
lower level is positive. By “powering on” a sensor it is meant
both directing power supply to the sensor and change of its
mode of operation from a more energy efficient to a less
energy efficient. In principle together with powering on a
group of sensors of higher level, there is switched off powerto
the lower level group of sensors, that is power is physically
cut off or there is changed their mode of operation from aless
energy-efficient to a more energy efficient. Switching power
off for the sensors can be dependent on the type of sensor or
construction of a mobile device, for example, there may be
reduced switching power off for sensors having along starting
time.

By “activating classification” there is meant a reading of
signals/values from sensors, determination of signal charac-
terising features with the module for determining features and
determining a result of the classification specified by the
classifier based on the received features vector. Hereinafter,
the term “group activation” means switching the power on for
the sensors of a given group, and activation of classification of
signals/values from sensors belonging to this group.

Switching power on for sensors and classification of sig-
nals/values from sensors belonging to the lowest level group,
as represented by step 202, may be carried out continuously
(by which it is meant also cyclic classifications run immedi-
ately one after another) or periodically. In the case of the
periodic classification, the period may be fixed or variable,
depending on a specific schedule or depend, for example,
time of day, user’s calendar, connection of the phone to a
power supply or the current location of the mobile device. It
is possible, for example, to extend the period during the night,
at times, when the user of the device is at work or when there
is in user’s calendar a planned activity. These examples of
ways to generate the initiating signal for the detection of
context are represented by step 201.

It is preferred that at least one of the sensors belonging to
the lowest level group works in a continuous manner. In the
case of a mobile phone such sensor can be, for example, a
radio module, which provides information on mobile tele-
phony base station being in range and/or the strength of the
signal coming from them. In the case of a mobile phone, it is
impractical to disable the radio module, since the connectiv-
ity provided by itis a basic function of the device. The method
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according to the invention uses, in this case the possibility of
frequent or even continuous classification of the signals and
values returned by the sensor, which may be beneficial to
lower the latency of detecting certain contexts, which include,
for example, the presence of the device in a moving vehicle.

In a particular embodiment at least one of the sensors
belonging to a first stage group is activated periodically or
according to a fixed schedule. Turning the sensor on for a
short time and off for a further period of time being preferably
longer, as far as it is possible, leads to energy savings in
relation to the continuous operation of the sensor. The sensor
can be turned on periodically, at regular intervals or according
to a predetermined schedule, such as daily, weekly, or
monthly. In one preferred embodiment, the period, by which
there is activated a sensor or a schedule according to which
the sensor is activated depends on the internal state of a
mobile device or on the device’s configuration selected by the
user or the user’s entry in his calendar, if the device is
equipped with one. For example, a period after elapsing of
which a sensor shall be switched on may be extended with a
decrease of the expected operation on battery power or in
response to changes in device configuration, suggesting that
the user wants to save battery power, for example: dimming
the screen, switching off a wireless network module or dis-
abling a short-range radio communication module.

For example, a signal initiating detection of an identified
context (for example, “the movement of the vehicle”) is gen-
erated periodically atregular intervals in step 201. As a result,
the detection of context begins in step 202 from activation of
the group of the lowest level. If the classifier of the group
returns a positive classification result, in step 203 there is
activated a group higher by one level. If this group’s classifier
returns a positive classification result, an adaptation is per-
formed of classifiers of groups of lower levels in step 204, and
then there is a verification whether there are still groups of
higher levels in step 205. If yes, there is a return to step 203
and activation of the next higher level group. If not, the
process moves to step 201, which is to wait for a signal
initiating detection of context. If, however, in step 203 a
classifier returns a negative classification result, there is car-
ried out adaptation of classifiers of groups of the lower levels
206, and then the method proceeds directly to step 201.

In the case of a positive classification in step 202, there is
always aresult of classification of higher level group classifier
that can be used to adapt the lower level group classifier. In
this way, the lower-level group classifier “learns” from the
higher level group classifier, especially in situations where
the lower-level group classifier incorrectly returns a positive
result. Adaptation leads to customization of configuration of
the lower level group classifier to specific characteristics of
the environment in which the user is present at a given time,
thereby increasing the efficiency of classification, and par-
ticularly its selectivity. Since each positive classification of'a
classifier of a lower level group leads to powering on sensors
belonging to the higher level group, and less frequent return
of erroneous, positive results translates into lower energy
consumption.

To avoid a situation in which the lower levels classifiers
cannot for a long time properly detect identified context, in
step 207 there may be, for example, activated a higher level
group, even when the lowest level classifier returns a negative
result, for example, when there was a negative classification
for a predetermined number of times in a row. In this case,
regardless of the result of the classification of the classifier of
the group of higher level, there is executed an adaptation of
the lower levels groups classifiers in step 208 and there is
checked whether there are more groups of higher level, in step
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209. If yes, the process returns to step 207, by activating the
next higher level group. If not, the process moves to step 201,
which is to wait for the signal initiating context detection. The
presented procedure can increase the sensitivity of the clas-
sifiers that incorrectly return negative classification results
despite the presence of the identified context.

The presented method for detecting a context uses at any
given time only the sensors belonging to one group. Other
sensors can be turned off at this time, which significantly
reduces the energy consumed by the device in order to detect
context. Low power consumption is achieved in particular by
the fact that in the event of presence of the neutral context,
context detection usually ends at the activation of only the
lowest level group (step 202).

In any case, when a higher level group is activated (steps
203, 207), there are temporarily stored both the feature vector
being subject to classification and the result of classification
of a lower level group classifier. Together with the result of
classification of higher level group classifier, which is trans-
mitted to the lower level group classifier, they are used to
adapt the configuration of the lower level group classifier
(steps 204, 206, 208). Preferably, in steps 204, 206 and 208
there are made adaptations to the configuration of classifiers
belonging to all lower level groups.

In the present invention, an adaptive classifier could be
implemented in many different ways. An example of a pre-
ferred embodiment of the classifier is shown in FIG. 4—it is
a modified version of a typical classifier algorithm based on
the “k nearest neighbours”. This classifier is based on a sepa-
rate set of patterns for each class where each pattern is a
features vector in a form the same, as the features given as
input parameters for classification. The classifier is comple-
mented by its configuration adapting mechanism, which con-
sists of additions, deletions and exchanging patterns in the
sets. In the case of binary classification, the classifier is based
on two sets of patterns 141, 142 One set contains patterns
corresponding the identified context and will be hereinafter
referred to as “the set of positive patterns” 141. The second
set, however, contains patterns corresponding to the neutral
context and will be hereinafter referred to as “a set of negative
patterns,” 142. Each pattern is a vector containing a set of
features determined from of the signals from the sensors of a
given group and/or values directly subjected to classification.
The number of patterns in each set can be arbitrary. Prefer-
ably, however, due to the effectiveness of the classification,
there are not less than 50 in each set. Preferably also due to
limiting the amount of computations required for determining
classification result, there are no more than 1,000 in each set.
The classifier has a predefined collection of patterns derived
from the signals recorded in a variety of conditions and rep-
resenting an identified and neutral context.

The classification consists of determining by the module
for determining classification 143 the distance of features
vector, read from the module for determining features, to each
pattern in both sets 141, 142. Then, the determined distances
are sorted from the smallest to the largest while keeping
association with a specific pattern, to which a specific dis-
tance is related. If one of ‘K’ first patterns with the smallest
distance from the features vector subjected to classification
most are within the set of positive patterns, the result of
classification is positive. Otherwise, the result of classifica-
tion is negative. The “k” parameter is a natural number not
less than 1. In order to avoid a situation where the number of
representatives from both sets will be equal among the “k”
first patterns with the smallest distance from the classified
features vector, ‘“k” should be an odd number. The distance
between the features vector subject to classification and the
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patterns, can be calculated in many ways, for example—as
the Euclidean distance or Mahalanobis distance. The classi-
fication result is given as the output of both the classifier, as
well as the power controller 145, which in the case of obtain-
ing a positive result of the classification switches on power to
a higher level group of sensors.

In a particular embodiment, at least one feature of the
signal from the sensor being a member of the group of a
higher level is subjected to classification together with at least
one feature of a signal from a sensor belonging to a group of
a lower level. According to the method of the invention,
classifiers belonging to the groups of level higher than 1, are
activated in response to a positive result of the classification
from the classifier, belonging to the lower level group. There-
fore, the feature vector classifier subject to classification by a
classifier of a higher level group can be supplemented with
any or all of the features previously subject to classification
by classifiers belonging to groups of lower level without
incurring additional cost of determining these features.
Between individual features, which are determined from the
signals from the sensors belonging to different groups, there
may be relationships specific to the identified and/or neutral
context. [fthese features are subject to classification by inde-
pendent classifiers, these relationships do not affect the result
of'the classification. Therefore, the overall efficiency of clas-
sification can benefit from taking into account by the classi-
fier belonging to the higher level group also features that were
previously subjected to classification by the classifiers
belonging to the lower level group.

In the illustrated embodiment, the adaptation of the classi-
fier’s configuration is realized by the adaptation module 144
in accordance with the flow diagram shown in FIG. 5. First,
there is loaded a stored, after the last classification, features
vector subjected to classification (vector A) and the result of
the last classification, hereinafter “the result A” 301. Then
there is read the result of the classification of another classi-
fier, belonging to a higher level group, which is to be used to
adapt the configuration of the classifier (result B) 302.

Ifresult A and result B are positive, the vector A is added to
a set of positive patterns 303.

If the result A is positive and result B negative, there is
deleted, from the set of positive patterns, the pattern having
the lowest distance to vector A and there is added vector A to
a set of negative patterns 304.

If the result A is negative and result B is positive, there is
deleted from the set of negative patterns, the pattern of lowest
distance from vector A and there is added vector A to a set of
positive patterns 305.

If the result A and result B are negative, there is added the
vector A to a set of negative patterns 306.

If by addition of the vector A to the set of patterns, the
number of patterns in the set would exceed the maximum
number, then the distance is calculated between all pairs of
patterns in the set, and there is found a pair of closest patterns
(N patterns), and there is determined a distance between the
patterns (distance N). Then there is determined a distance
between the vector A and all the patterns in the set and there
is found a pattern with the shortest distance from the vector A
(distance A). If the distance N is less than the distance A, there
is replaced one of the N patterns (any) with the vector A.

Changing of the operating mode of the mobile device in
response to detection of the identified context, for example,
movement in a vehicle, can also be associated with switching
amode of classifiers and sensors operation to a different cycle
than in detection mode—for example, more frequent, peri-
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odic activation of all groups. Such circumstances can also be
used for the adaptation of the individual classifiers in order to
increase their sensitivity.

The present invention can be used in various mobile
devices, such as mobile phones, laptops, PDAs, tablets,
watches, music players, satellite navigation devices, cameras.

In case when a detected context is the presence of a mobile
device in a moving vehicle, the invention is applicable in
particular to vehicles, such as cars, but may also be used with
other vehicles, such as motorcycles, scooters, mopeds and
trains.

The solutions presented in the description are only exem-
plary and of many possible implementations of the solution
according to the present invention.

For example, it is possible to detect more than one identi-
fied context. In this case, the organization of the sensors in
groups may be one for all the identified contexts or different
for each other identified context. In case a single organization
of sensors in groups for all identified contexts, in a given
group, with each identified context there may be associated an
independent classifier.

Alternatively, individually in each group there may be
used, for example, a single classifier configured to detect
more than one identified context. In this case, the detection of
any of the identified contexts can lead to activation of appro-
priate group of higher level, in which there will be used a
classifier associated with the identified context. If a classifier
of this type belongs to a group of level higher than the first
level, each classification result, indicating a different context
than the identified context in the lower level group, may
considered as a negative classification result, or if the result of
the classification of the group of higher level indicated a
different context than in the group of lower level, the result of
the higher level group may be assumed as proper.

The classifier adaptation algorithm based on the “k nearest
neighbours” to detect more than one identified context, may
occur similarly as in case of a binary classifier, except that
there will be supplemented/modified different sets of pat-
terns—but always in such a way as to add a features vector to
the set associated with the context indicated by the classifier
of higher level group and to remove a vector from the set
associated with the erroneously detected, at the given time,
context.

If the result, of the classification of a higher level group
classifier, used for adaptation of a classifier of a group of
lower level there is related a value that indicates, at least
indirectly, on the assurance of the outcome, the process of
adaptation may be made dependent on this value. For
example, the simplest way may be to compare said value with
a certain threshold and to make the adaptation only when the
confidence result of said classification is high. Alternatively,
there may also be used classifiers defining more than one
neutral context. In this case, the type of detected neutral
context may indirectly carry information on certainty of the
obtained negative classification result—therefore the kind of
neutral context may influence the adaptation of classifiers of
groups of lower levels.

An exemplary, preferred method of modification of the
present invention may also involve suppressing activation of
groups of higher levels when obtained at the given time posi-
tive classification result in a group of lower level (at step 202
or 203) is defined with a sufficiently high degree of certainty
for a given application. In this case, after a possible adaptation
of'the lower levels groups classifiers in step 204, regardless of
whether there are groups of higher levels or not, the method
proceeds to await a signal initiating the next cycle of detection
of context 201. The result of the classification of the complete
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module for context detection 109, is in this case, the classifi-
cation result returned by the classifier, belonging to the group
at which the detection of context has been completed.

The invention claimed is:

1. A method for detecting a context of a mobile device
equipped with sensors and a context detection module com-
prising:

assigning the sensors to at least two groups; each of which

comprises at least one sensor,

allocating to each group a group classifier adapted to

detect, in a form or a classification result, currently iden-
tified, by means of a given classifier, context of the
device based on indications of the sensors belonging to
the given group,

using the context detection module to,

indicate the classification result as either positive or
negative, wherein the positive classification result
indicates that the identified context occurs and the
negative classification results indicate that the identi-
fied context does not occur;

detect the device context by reading classification results

indicated by classifiers, wherein the classification is
started from the classifier of the group of the lowest
level, wherein each time when the classification result
indicated by the classifier is positive or when the classi-
fication result indicated by the classifier is negative for a
plurality of times in a row, switching on a power supply
of the sensors and activating classification by the clas-
sifier allocated to a group with a level higher by one level
and reading the context indicated by said group’s clas-
sifier;

based on the results of the classification indicated by the

higher groups’ classifiers, executing adaptation of the
configuration of lower groups’ classifiers; and,
wherein the groups of sensors are ordered hierarchically
such that the total amount of energy required to deter-
mine a classification result in lower levels groups is less
than the amount of energy required to determine the
result of the classification in groups of higher levels.

2. The method according to claim 1, wherein if the result of
the classification indicated by a top level group classifier is a
positive result of the classifications, executing at least one
operation from a set, which comprises: adapting user inter-
face of the mobile device, changing of state or mode of an
operating application of the mobile device, execution of an
application, closing of an application, activation of a function
of the mobile device, mobile device’s function deactivation,
changing of the configuration of the mobile device, playback
of a sound signal, establishing a voice call, sending of a text
message, sending of a graphical message, establishing a data
connection, data transmission.

3. The method according to claim 1, wherein at least one
group of sensors comprises a sensor from a set, which
includes: an accelerometer, a microphone, a magnetic field
sensor, a compass, a light sensor, a camera, a signal strength
sensor of mobile telephony base stations, a proximity sensor
of a radio transmitter or relay, a receiver of satellite geo-
graphic positioning system.

4. The method according to claim 3, wherein the satellite
geographic positioning system receiver belongs to the group
of the highest level.

5. The method according to claim 1, wherein switching the
power on for at least one sensor is based on a change of its
mode of operation from a more energy efficient to a less
energy efficient.



US 9,107,093 B2

15

6. The method according to claim 1, wherein substantially
in parallel with powering on a higher level group of sensors
there are powered off sensors of a lower level group.

7. The method according to claim 6, wherein switching the
power off for at least one sensor is based on a change of its
mode of operation from a less energy efficient to a more
energy efficient.

8. The method according to claim 1, wherein at least one
sensor is switched to a reduced power consumption after
reading indication of a given sensor.

9. The method according to claim 1, wherein at least one of
the sensors belonging to the lowest level group has power
supply switched on in a constant mode.

10. The method according to claim 1, wherein there is
switched on at least one of the sensors belonging, to the
lowest level group, periodically or according to a fixed sched-
ule.

11. The method according to claim 1, wherein the continu-
ous powering or period or power on schedule of at least one
sensor depend on the internal state of the mobile device, on
the configuration of the device selected by the user, on an
entry in a user’s calendar or on the currently specified
device’s context.

12. The method according to claim 1, wherein indications
of'the sensors assigned to a given group, are read by means of
amodule for determining features assigned to the given group
and adapted for determining a features vector on the basis of
readings of the sensors belonging to the given group.

13. The method according to claim 12, wherein the features
vector further includes readings of a sensor belonging to a
group of lower level.

14. The method according to claim 1, wherein in at least
one classifier there is stored a set of positive patterns com-
prising features vectors indicating a positive result of the
classification, and a set of negative patterns comprising fea-
tures vectors indicating a negative result of the classification.

15. The method according to claim 1, wherein at least one
classifier is adapted to determine the context of the device
based on the formula of “k nearest neighbours”.

16. A mobile device equipped with sensors and a context
detection module in which

the sensors are assigned to at least two groups, each of

which comprises at least one sensor, and,

the context detection module comprises classifiers con-

nected to predefined groups whereas each classifier
adapted to detect, in a form of a classification result,
currently identified, by means of a given classifier, con-
text of the device based on indications of the sensors
belonging to the given group,

wherein the classification result is indicated as either posi-

tive or negative,

wherein the positive classification result indicates that the

identified context occurs and the negative classification
results indicate that the identified context does not
oceur;

the context detection module is adapted to verify context of

the device by reading a classification result indicated by
the classifiers, wherein the classification is started from
the classifier of the group of the lowest level, wherein
each classifier comprises a classification determination
module connected to a power controller, which is acti-
vated with a signal from the classifier indicating a posi-
tive classification result or a signal from the classifier
indicating a negative classification result for a plurality
of times in a row, and adapted to switch a power supply
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on to a group of sensors with a level higher by one level
in order to react the context indicated by said group’s
classifier,

wherein the classifiers further comprise an adaptation

module configured to adapt the configuration of the clas-
sifier used on results of classifications indicated by
higher groups’ classifiers, and,

wherein the groups of sensors are ordered hierarchically

such that the total amount of energy required to deter-
mine a classification result in lower levels groups is less
than the amount of energy required to determine the
result of the classification in groups of higher levels.

17. The device according to claim 16, wherein it is adapted
to execute, if the result of the classification indicated by a top
level group classifier is a positive result of the classification,
atleast one operation from a set, which comprises: adaptation
of'user interface the mobile device, changing of state or mode
of'an operating application of the mobile device, execution of
an application, closing of an application, activation of a func-
tion of the mobile device, mobile device’s function deactiva-
tion, changing of the configuration of the mobile device,
playback of a sound signal, establishing a voice call, sending
of a text message, sending of a graphical message, establish-
ing a data connection, data transmission.

18. The device according to claim 16, wherein at least one
group of sensors comprises a sensor selected from a set,
which includes: an accelerometer, a microphone, a magnetic
field sensor, a compass, a light sensor, a camera, a signal
strength sensor of mobile telephony base stations, a proximity
sensor of a radio transmitter or relay, a receiver of satellite
geographic positioning system.

19. The device according to claim 16, wherein the satellite
geographic positioning system receiver belongs to the group
of the highest level.

20. The device according to claim 16, wherein the power
supply controller is adapted to switching the power on for at
least one sensor by changing its mode of operation from a
more energy efficient to a less energy efficient.

21. The device according to claim 16, wherein the power
supply controller is adapted to, substantially in parallel with
powering on a higher level group of sensors, power off sen-
sors of a lower level group.

22. The device according to claim 21, wherein the switch-
ing the power off for at least one sensor is based on a change
of'its mode of operation from a less energy efficient to amore
energy efficient.

23. The device according to claim 16, wherein at least one
sensor is switched to a reduced power consumption after
reading indication of a given sensor.

24. The device according to claim 16, wherein at least one
of the sensors belonging to the lowest level group has power
supply switched on in a constant mode.

25. The device according to claim 16, wherein at least one
of'the sensors belonging to the lowest level group is switched
on periodically or according to a fixed schedule.

26. The device according to claim 16, wherein the continu-
ous powering or period or power on schedule of at least one
sensor depend on the internal state of the mobile device, on
the configuration of the device selected by the user, on an
entry in a user’s calendar or on the currently specified
device’s context.

27. The device according to claim 16, wherein the context
detection module is equipped with modules for determining
features, of which each is connected to a given group and is
configured to determine a features vector on the basis of
readings of the sensors belonging, to the given group.
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28. The device according to claim 27, wherein the features
vector further includes readings of a sensor belonging to a
group of lower level.

29. The device according to claim 16, wherein in at least
one classifier there is stored a set of positive patterns com-
prising features vectors indicating a positive result of the
classification, and a set of negative patterns comprising fea-
tures vectors indicating a negative result of the classification.

30. The device according to claim 16, wherein at least one
classifier is adapted to determine the context of the device
based on the formula of “k nearest neighbours”.

31. A method for detecting a context of a mobile device
equipped with sensors and a context detection module com-
prising:

assigning the sensors to at least two groups, each of which

comprises at least one sensor,

allocating to each group a group classifier adapted to

detect, in a form of a classification result, currently iden-
tified, by means of a given classifier, context of the
device based on indications of the sensors belonging to
the given group,

using the context detection module to,

indicate the classification result as either positive or
negative, wherein the positive classification result
indicates that the identified context occurs and the
negative classification results indicate that the identi-
fied context does not occur;

detect the device context by reading classification results
indicated by classifiers, wherein the classification is
started from the classifier of the group of the lowest
level, wherein each time when the classification result
indicated by the classifier is positive or when the
classification result indicated by the classifier is nega-
tive for a plurality of times in a row, switching on a
power supply of the sensors and activating classifica-
tion by the classifier allocated to a group with a level
higher by one level and reading the context indicated
by said group’s classifier; and,

based on the results of the classification indicated by the
higher groups’ classifiers, executing adaptation of the
configuration of lower groups’ classifiers; and,

wherein the groups of sensors are ordered hierarchically
in such a way that the result of the classification in
groups of higher levels has lower uncertainty than the
classification result of the lower levels groups.

32. The method according to claim 31, wherein if the result
of'the classification indicated by a top level group classifier is
a positive result of the classification, executing at least one
operation from a set, which comprises: adapting user inter-
face of the mobile device, changing of state or mode of an
operating application of the mobile device, execution of an
application, closing of an application, activation of a function
of the mobile device, mobile device’s function deactivation,
changing of the configuration of the mobile device, playback
of a sound signal, establishing a voice call, sending of a text
message, sending of a graphical message, establishing a data
connection, data transmission.

33. The method according to claim 31, wherein at least one
group of sensors comprises a sensor from a set, which
includes: an accelerometer, a microphone, a magnetic field
sensor, a compass, a light sensor, a camera, a signal strength
sensor of mobile telephony base stations, a proximity sensor
of a radio transmitter or relay, a receiver of satellite geo-
graphic positioning system.

34. The method according to claim 33, wherein the satellite
geographic positioning system receiver belongs to the group
of the highest level.
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35. The method according to claim 31, wherein switching
the power on for at least one sensor is based on a change of its
mode of operation from a more energy efficient to a less
energy efficient.

36. The method according to claim 31, wherein substan-
tially in parallel with powering on a higher level group of
sensors there are powered off sensors of a lower level group.

37. The method according to claim 36, wherein switching
the power off for at least one sensor is based on a change of'its
mode of operation from a less energy efficient to a more
energy efficient.

38. The method according to claim 31, wherein at least one
sensor is switched to a reduced power consumption after
reading indication of a given sensor.

39. The method according to claim 31, wherein at least one
of the sensors belonging to the lowest level group has power
supply switched on in a constant mode.

40. The method according to claim 31, wherein there is
switched on at least one of the sensors belonging to the lowest
level group, periodically or according to a fixed schedule.

41. The method according to claim 31, wherein the con-
tinuous powering or period or power on schedule of at least
one sensor depend on the internal state of the mobile device,
on the configuration of the device selected by the user, on an
entry in a user’s calendar or on the currently specified
device’s context.

42. The method according to claim 31, wherein indications
of'the sensors assigned to a given group, are read by means of
amodule for determining features assigned to the given group
and adapted for determining a features vector on the basis of
readings of the sensors belonging to the given group.

43. The method according to claim 42, wherein the features
vector further includes readings of a sensor belonging to a
group of lower level.

44. The method according to claim 31, wherein in at least
one classifier there is stored a set of positive patterns com-
prising features vectors indicating a positive result of the
classification, and a set of negative patterns comprising fea-
tures vectors indicating a negative result of the classification.

45. The method according to claim 31, wherein at least one
classifier is adapted to determine the context of the device
based on the formula of “k nearest neighbours”.

46. A mobile device equipped with sensors and a context
detection module in which

the sensors are assigned to at least two groups, each of

which comprises at least one sensor, and,

the context detection module comprises classifiers con-

nected to predefined groups whereas each classifier
adapted to detect, in a form of a classification result,
currently identified, by means of a given classifier, con-
text of the device based on indications of the sensors
belonging to the given group,

wherein the classification result is indicated as either posi-

tive or negative,

wherein the positive classification result indicates that the

identified context occurs and the negative classification
results indicate that the identified context does not
oceur;

the context detection module is adapted to verify context of

the device by reading a classification result indicated by
the classifiers, wherein the classification is started from
the classifier of the group of the lowest level, wherein
each classifier comprises a classification determination
module connected to a power controller, which is acti-
vated with a signal from the classifier indicating a posi-
tive classification result or a signal from the classifier
indicating a negative classification result for a plurality
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of times in a row, and adapted to switch a power supply
on to a group of sensors with a level higher by one level
in order to read the context indicated by said group’s
classifier,

wherein the classifiers further comprise an adaptation

module configured to adapt the configuration of the clas-
sifier based on results of classifications indicated by
higher groups classifiers, and,

wherein the sensors groups are ordered hierarchically in

such a way that the result of the classification in groups
of higher levels has lower uncertainty than the classifi-
cation result of the lower levels groups.

47. The device according to claim 46, wherein it is adapted
to execute, if the result of the classification indicated by a top
level group classifier is a positive result of the classification,
atleast one operation from a set, which comprises: adaptation
of'user interface the mobile device, changing of state or mode
of'an operating application of the mobile device, execution of
an application, closing of an application, activation of a func-
tion of the mobile device, mobile device’s function deactiva-
tion, changing of the configuration of the mobile device,
playback of a sound signal, establishing a voice call, sending
of a text message, sending of a graphical message, establish-
ing a data connection, data transmission.

48. The device according to claim 46, wherein at least one
group of sensors comprises a sensor selected from a set,
which includes: an accelerometer, a microphone, a magnetic
field sensor, a compass, a light sensor, a camera, a signal
strength sensor of mobile telephony base stations, a proximity
sensor of a radio transmitter or relay, a receiver of satellite
geographic positioning system.

49. The device according to claim 46, wherein the satellite
geographic positioning system receiver belongs to the group
of the highest level.

50. The device according to claim 46, wherein the power
supply controller is adapted to switching the power on for at
least one sensor by changing its mode of operation from a
more energy efficient to a less energy efficient.
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51. The device according to claim 46, wherein the power
supply controller is adapted to, substantially in parallel with
powering on a higher level group of sensors, power off sen-
sors of a lower level group.

52. The device according to claim 51, wherein the switch-
ing the power off for at least one sensor is based on a change
of'its mode of operation from a less energy efficient to amore
energy efficient.

53. The device according to claim 46, wherein at least one
sensor is switched to a reduced power consumption after
reading indication of a given sensor.

54. The device according to claim 46, wherein at least one
of the sensors belonging to the lowest level group has power
supply switched on in a constant mode.

55. The device according to claim 46, wherein at least one
of'the sensors belonging to the lowest level group is switched
on periodically or according to a fixed schedule.

56. The device according to claim 46, wherein the continu-
ous powering or period or power on schedule of at least one
sensor depend on the internal state of the mobile device, on
the configuration of the device selected by the user, on an
entry in a user’s calendar or on the currently specified
device’s context.

57. The device according to claim 46, wherein the context
detection module is equipped with modules for determining
features, of which each is connected to a given group and is
configured to determine a features vector on the basis of
readings of the sensors belonging to the given group.

58. The device according to claim 57, wherein the features
vector further includes readings of a sensor belonging to a
group of lower level.

59. The device according to claim 46, wherein in at least
one classifier there is stored a set of positive patterns com-
prising features vectors indicating a positive result of the
classification, and a set of negative patterns comprising fea-
tures vectors indicating a negative result of the classification.

60. The device according to claim 46, wherein at least one
classifier is adapted to determine the context of the device
based on the formula of “k nearest neighbours”.
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